


Mechanical

Az/E l Drive S ys tem P atented R oto-Lok®  C able Drive S ys tem
P olarization Drive S ys tem Non B ack-driving W orm G ear
T ravel

Azimuth 270° for 2-port or 240°  for 4-port S tandard
400° Optional for 2-port or Feed Boom Mounted HPA

E levation T rue elevation readout from calibrated inclinometer
Mechanical 0° to 90° of reflector bores ight
E lectrical S tandard limits  at 5° to 65° (C E  Approval) or 5°  to 90°

P olarization ±95° for 2-port and 3-port F eeds
±5 0° for 2-port W ideband and 4-port feeds

S peed
S lewing/Deploying 2°/s econd
P eaking 0.5°/second

Motors 24V DC  V ariable S peed, C onstant T orque
R F  Interface

HPA Mounting Feed Boom , Rear  of Ref lector, or Inside Vehicle
Axis  T rans ition T wis t-F lex or R otary J oints
W aveguide W R  75 C over F lange at Interface P oint
C oax R G 59 run from feed to bas e plus  25 ft.  (8 m)

E lectrical Interface 25 ft.  (8 m) C able with C onnectors  for C ontroller
Manual Drive Handcrank on Az and E l Axii,  Leads from 12V DC  P ol Motor
W eight 300 lbs . (136 kgs )
S towed Dimens ions 104 L x 74 W  x 22 H inches  (263 L x 189 W  x 56 H cm)

E nvironmental

W ind
S urvival

Deployed 65 mph (128 kmph)
S towed 100 mph (192 kmph)

Operational 45 mph (72 kmph), G us ts  to 60 mph (97 kmph)
P ointing Los s  in W inds

20 mph (32 kmph) 0.1 dB  R MS , 0.07 degrees  T ypical
30 G us ting to 45 mph (48 to 72 kmph) 0.5 dB  R MS , 0.16 degrees  T ypical

T emperature
Operat ional ±5° to 125° F (-1 5° to 52° C)
Surviv al -40°  to 140°F (-40° to 60°C)
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