


Key Speci�cations

AN/PSC-14  BGAN MANPACK TERMINAL

Modes of Operation

�t Plain Text (PT): 
�t Simultaneous Cipher Text and 
 Plain Text (SIM CT-PT): INE and Black LAN over BGAN
�t Independent Cipher Text and 
 Plain Text (SIM CT-PT): BGAN on, INE over LAN
�t Cipher Text (CT): 

Power

�t AC/DC Power Supply: MRC-82 or AC/DC/BT-TR-1 or equivalent
�t  Two BA-5590 or equivalent in an  

 MRC-89 battery box
�t Standby Time (Dual Battery): 
�t Transmit Time (Dual Battery): 8 hrs at nominal EIRP (100% duty  

 

Environmental Tolerances

�t Ambient Temperature: -20°C to +55°C (Operational) / -40°C  
 to +80°C (Survival/Transport)

�t Relative Humidity:  up to 95% non-condensing at 40°C
�t Ice Survival:  up to 25mm of ice
�t Immersion Survival:  up to 1m salt water
�t Altitude (operation):  
�t Waterproof and Dustproof:  IP 67 (Transceiver and Antenna)

General Characteristics

�t Frequency Band:  1626.5 – 1660.5 MHz (Tx); 1525.0 – 1559.0  
 MHz (Rx)

�t Modulation:  QPSK and 16-QAM (Forward); 4-ary QPSK  
 and 16-QAM (Return)

�t Transmit EIRP: 20 dBW
�t Receive G/T: > -10.5 dB/K
�t Transmit data rate: 258.4 kbps (max)
�t Receive data rate: 422 kbps (max)
�t Streaming IP rate: 64 kbps (max)

Encryptor

�t Encryption:  Type 1 HAIPETM v1.3.5 compliant
�t Key Fill Interface:  DS101
�t Dynamic Key Generation:  FIREFLY
�t Flexibility:  Modular, reprogrammable architecture
�t Crypto Ignition Key:  

Physical Characteristics of the Complete Terminal

�t Dimensions (WHD): 11.5” x 5.2” x 17”
�t Weight: 25 lbs (including batteries)

AN/PSC-14 Interfaces

Red Interface

�t RJ-45 for Ethernet (IP, voice)
�t Key Fill
�t Zeroize
�t Reset
�t CIK
�t Console Port

Black Interface

�t RJ-45 for USB Interface or ISDN Handset
�t RJ-11 for audio
�t Audio Port (Unencrypted Voice)
�t Remote control for Core Module
�t LCD and Buttons
�t Power Switch/Handset Volume
�t Remote Antenna Interface
�t RJ-45 Ethernet (IP)


