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HN1040 Voice Appliance

Key System Features

Toll-quality voice optimized for satellite transmission
Prioritization of voice over data 
Guaranteed Quality of Service using Bandwidth Manager
Scalability by cascading multiple HN1040s
Short call set-up time—typically 5 seconds or less
Low end-to-end voice delay
Flexible dial plan
Easy installation and commissioning
Low power, high reliability

Voice Appliance
One to four telephony ports
Connects to the HN and HX terminals via LAN port
H.323 and optional authorized VoIP service provider call 
agent optimized for the HN and HX systems
Group 3 fax up to 9600 bps
DTMF

Voice/Fax Features
Toll-quality 8 kbps CS-ACELP (G.729AB)
Toll-quality 5.3/6.3 kbps LD-CLEP (G.723.1)
G.165/G.168 echo cancellation
T.38 fax over IP
Voice activity detection
Comfort noise generation
Pay telephone support via loop reversal

 Status, and Commissioning
Uses Hughes Vision Network Management System
SNMP management of voice appliance
Satellite download of VAP  and software

PSTN Gateway

Implements standard H.323 protocol
E1 Interface to PSTN
Digital R2 signaling
Flexible call routing

Interfaces
One 10/100BaseT Ethernet port (not for data 
One to four FXS 2-wire telephone ports

Input Power
90–240 Vac, 47–63 Hz
12–24 Vdc (optional)

Mechanical
Shipping Weight: 3.5 lbs (1.6 kg)
Dimensions: 9.5"W x 1.8"H x 10.5"D
(24cm W x 4.6cm H x 26.7cm D)

Environmental
0° C to +40° C, RH 95% noncondensing
RoHS compliant

Optional Features
International long-distance calling to any phone
Double-hop VAP-to-VAP calling 


